
Conector "F" compresión (T100/CXT60)

"F" compression connector (T100/CXT60)

Ref.4104

Introducción / Introduction

COAXIAL CABLE

Fabricados de latón niquelado (lo que les otorga una alta calidad de acabado y muy 
bajas pérdidas) se destinan para su uso en redes coaxiales de media o pequeña 
dimensión. Se caracterizan por poseer una conexión �rme y robusta gracias a su 
cierre por compresión, lo que repercute en su facilidad para el roscado o 
desenroscado repetitivo sobre los diferentes dispositivos.
Para su conectorización se precisa de la herramienta de compresión Ref.2163/216301, 
a las cuales se puede sumar la herramienta de inserción 216310.

Made out of nickel-plated brass (which provides a high quality �nish and very low losses) are intended for use in coaxial networks of medium or small 
size. They are characterized by having a �rm and robust connection thanks to their compression closure, which has an impact on their ease for 
repeated threading or unscrewing on the different devices.
For its connectorization, the compression tool Ref. 2163/216301 is required, to which the insertion tool 216310 can be added.
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Montaje / Assembly

Suministro / Supply

Forma de suministro

Supply Form

En caja plástica de 50 unidades

50 units plastic box

Art.Nr.FPS70

Especi�caciones

Pérdidas de inserción  

0.3 - 1000MHz

LLaves para montaje

Technical Ref.4104

10 ± 5% Peso g 

-0.06dB  Insertion loss

Keys for assembly

Weight

1000 - 2150MHz

-0.03dB 

2150 - 3000MHz -0.1dB  

mm 11

Rango de frecuencias Frequency range 0.3 - 3000 MHz  

Impedancia nominal Nominal impedance Ohm  75

Dimensiones conector Connector dimensions mm (L / Ø)    32.5 / 12.5 (factory)

técnicas speci�cations

Características / Characteristics

Compatibilidad coaxial Coaxial compatibility T-100plus / T-100 / CXT-60 / CXT-1

Art.Nr.FPS70

26.1 / 12.5 (in use)

11mm 8mm6mm


