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Hoja de datos del producto
Características

MWD130267603
Placa armada Genesis con interruptor triple 
9/32 16A 250V -Humo

Principal

Gama  Genesis

Tipo de producto o componente

Placa armada (producto completo)Presentacion del dispositivo 

Accesorios Tornillos

Color Humo

Tipo de paquete Envase individual

Complementos

Montaje de dispositivo Embutido
Número de módulos 3 módulos
Corriente nominal 16 A, 250 V AC
Funcion interruptor 9/32

Accionador Basculante
Fijacion Fijado a presión

Material ABS(Acrilonitrilo Butadieno Estireno)

Conexiones - terminales Bornes de tornillo

Ancho 113mm

Alto  75mm
Profundidad  31mm
Peso del producto  0.037kg 

Oferta sustentable
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  1101  -  Schneider Electric declaration of conformity Sch-

neider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product environmental profile Available
Product end of life instructions Need no specific recycling operations

Placa con interruptor 9/32

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65951941&lang=es-sa
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65951941&lang=es-sa



