Brief Introduction

ML100 series is designed as an European mortise smat door lock and compatible with ZSmat APP
This seiiesableto connect to Wi-H, so that this smat lock can unlockremately, shae password, trace
recod and manage users via sitpduone.

ML100doesnot only suppots stand-aloneoperationbut alsoo ersremote unlock shae passvord,
records trace and membermanagementvia smatphone, which is an ided door lock management
solution br apatment and pivate house
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Remote Mobile App. Suppots

Unlock and manage the lockiin arywhere

Audio Instructions
Usetfriendly audio ppmpts, suppot
English and Chinese

Capacitive Rngerprint Sensor

Fast verification for dry and rough fingers
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Wi-H GCommunication
Ensue a fast and stable/W-F IEEE 802.11b

Random Rassode

Add random digfs  protect your
passcode &m prying e/es

Emegency Chaging Port
Chaging via the mia-USB pdr



Mobile Application
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Download on the

” App Store

Cancel Records

q James Unlocked Remtely
i 2219 19

\ Henry Fingerprint Unlocked
g .

5y Tina Unlocked by Blustooth
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@ Unlocked by Temporary Passcode

/Add Periodic Password

Please enter a sixdigit password

Smart Alert

123456

Remote Access

Voice Control

p 021021915

i Barry Card Unlocked

@ Unlocked by Temporary Passcode

20201026 11:09 > Auto Re-lock Mode

Re-lock Time

y e

9 Unlocked by Voice

Share Temporary
App Control Check Records Lock Setup

Applicable Scenarios

Private Houses Apartments Short-term Rental




Specifications

Material

Mortise

Keyless Authentication Methods
Communication

User Capacity
Fingerprint Capacity
Passcode Capacity

IC Card

Fingerprint Sensor
Power Supply

Battery Life

Backup Power Interface
Door Thickness
Dimensions (L*W*D)
Operating Temperature
Operating Humidity
Certification(s)

Color Option(s)

Software / Mobile App

Housing (Aluminum Alloy)

European 5050 mortise

Smartphone, Fingerprint, Passcode, IC Card
Wi-Fi (IEEE 802.11b)

300

100 (administrator: 10, normal user: 90)
100 (administrator: 10, normal user: 90)
100 (administrator: 10, normal user: 90)
Capacitive Fingerprint Sensor

4 x AA Alkaline Battery (not included)
Up to 1 year (s)

Micro-USB

35mm to 60mm

266*58%22 (mm)

-25°C~55°C

Up to 90% RH

FCC

Black

ZSmart

V1.0 04/02/2022

ZKTECO CO., LTD. www.zkteco.com  E-mail: sales@zkteco.com F@

Copyright © 2022 ZKTECO CO,, LTD. All rights reserved.



